
8.     LAKE ST. CLAIR

(1) Chart Da tum, Lake St. Clair.–Depths and ver ti cal clear -
ances un der over head ca bles and bridges given in this chap ter are
re ferred to Low Wa ter Da tum, which for Lake St. Clair is an el e -
va tion of 572.3 feet (174.4 me ters) above mean wa ter level at
Rimouski, Que bec, on In ter na tional Great Lakes Da tum 1985
(IGLD 1985). (See Chart Da tum, Great Lakes Sys tem, in dexed
as such, chap ter 1.)

Di men sions, etc. 
(2) Length, steamer track, out let of South Chan nel of St. Clair 

River to Wind mill Point Light house; 18.5 miles.
(3) Length (right line), on about lon gi tude 82°45'W.; 26 miles.
(4) Breadth (right line), on about lat i tude 42°25'N.; 24 miles.
(5) Wa ter sur face of lake (in clud ing De troit River and St.

Clair River); 198 square miles (U.S.), 292 square miles (Can ada).
(6) En tire drain age ba sin (in clud ing De troit River and St.

Clair River); 3,050 square miles (U.S.), 4,370 square miles (Can -
ada).

(7) Gen eral de scrip tion.–Lake St. Clair is an ex pan sive
shal low ba sin, with low, marshy shores and a flatly slop ing bot -
tom. The lake has a great est nat u ral depth of 21 feet. St. Clair
River flows from N and en ters the N part of the lake through sev -
eral chan nels of a wide delta area. The out flow of the lake is at the 
SW end through the De troit River. The chief im por tance of the
lake is the dredged deep-draft chan nel that leads across it to con -
nect De troit River and St. Clair River. No large com mer cial fa cil -
i ties or har bors are on the lake.

(8) Fluc tu a tions of wa ter level. –The nor mal el e va tion of the 
lake sur face var ies ir reg u larly from year to year. Dur ing the
course of each year, the sur face is sub ject to a con sis tent sea sonal
rise and fall, the low est stages pre vail ing dur ing the win ter and
the high est dur ing the sum mer.

(9) In ad di tion to the nor mal sea sonal fluc tu a tions, os cil la -
tions of ir reg u lar amount and du ra tion are also pro duced by
storms. Sud den changes in wind or bar o met ric pres sure can
cause fluc tu a tions of 1 foot or more that may last sev eral hours.
At other times, strong winds of sus tained speed and di rec tion
drive for ward a greater vol ume of sur face wa ter than can be car -
ried off by the lower re turn cur rents, thus rais ing the wa ter level
on the lee shore and low er ing it on the wind ward shore. This ef -
fect is more pro nounced in bays, where the im pelled wa ter is con -
cen trated in a small space by con verg ing shores, es pe cially if
cou pled with a grad u ally slop ing in shore bot tom which even fur -
ther re duces the flow of the lower re turn cur rents. This ef fect is
very pro nounced in An chor Bay.

(10) Weather, Lake St. Clair and vi cin ity. –Strong winds as -
so ci ated with squall lines or win ter storms oc ca sion ally whip
across Lake St. Clair caus ing a dan ger to ship ping. One July, a
line of thun der storms gen er ated a 61-knot, 1-minute windspeed
re corded by a ship tra vers ing the lake. Peak gusts at Selfridge Air
Na tional Guard Base have been clocked in the 60-knot range in
spring and late fall, and in the 40- to 50-knot range at other times
dur ing the nav i ga tion sea son. Winds over the lake fre quently
blow out of the S through W, but nu mer ous lo cal ef fects come
into play on this shal low body of wa ter. At Selfridge, north er lies
and northwesterlies are also fre quent, par tic u larly dur ing the
morn ing hours, while southeasterlies are com mon dur ing spring
and sum mer af ter noons.

(11) While haze, smoke, and pol lu tion of ten drop visibilities
be low 7 stat ute miles, (6.1 nm) on 9 to 13 days per month, they
sel dom fall to less than 0.5 stat ute mile (0.4 nm). Fog, the prin ci -
pal cause of very poor visibilities, is most likely in au tumn and
early spring. Vis i bil ities of less than 0.5 stat ute mile (0.4 nm) oc -
cur on about 2 to 3 days per month dur ing these pe ri ods.

(12) Ice.–Ice forms early on this body of wa ter, usu ally start -
ing in the shal lows of An chor Bay, along the St. Clair shores, and
in the E at Mitch ell Bay. Be cause of pre vail ing winds and cur -
rents, the W side of the lake is the last to be come cov ered and the
first to clear. Nav i ga tion is usu ally ex tremely lim ited by early De -
cem ber. The bro ken track through the lake closes quickly, but lit -
tle raft ing or ridg ing oc curs. The head of the De troit River is rel a -
tively ice-free for the en tire win ter, ex cept for mi nor ice jams.
Heaviest ice cover usu ally oc curs in late Feb ru ary or early
March. Thawing is rapid and is aided by the winds and cur rents,
which move drift ing floes to the head of the De troit River, where
strong river cur rents move them down stream. The lake is usu ally
open by early April.

(13) Nav i ga tion reg u la tions.–A ves sel traf fic re port ing sys -
tem and re lated nav i ga tion reg u la tions have been es tab lished for
the con nect ing wa ters from Lake Erie to Lake Hu ron. (See 33
CFR 162.130 through 162.140, chap ter 2, for reg u la tions.)

(14) Ves sel Traf fic Ser vice. –The Ca na dian Coast Guard op er -
ates a Ves sel Traf fic Ser vice in Ca na dian wa ters from Long Point
in Lake Erie through the De troit and St. Clair Rivers to De Tour
Reef Light in Lake Hu ron. (See Chap ter 3 and the An nual Edi tion 
of Ca na dian No tices to Mar i ners for com plete in for ma tion.)

(15) Pi lot age.–The wa ters of Lake St. Clair are Great Lakes
des ig nated wa ters; reg is tered ves sels of the United States and
for eign ves sels are re quired to have in their ser vice a United
States or Ca na dian reg is tered pi lot. Reg is tered pi lots for Lake St.
Clair are sup plied by Lakes Pi lots As so ci a tion. (See ap pen dix for 
ad dress.) Pi lot ex change points are just be low the Am bas sa dor
Bridge in De troit River and off Port Hu ron at the head of St. Clair
River in about 43°05'30"N., 82°24'42"W. The pi lot boat in the
De troit River, J.W. WESTCOTT II, has a black hull en cir cled by
an or ange band and a white cabin with the words “U.S. Mail” in
black let ters. Three pi lot boats are at Port Hu ron; HU RON
BELLE has an in ter na tional or ange hull with an alu mi num cabin, 
and HU RON MAID and HU RON LADY each have an in ter na -
tional or ange hull with a white cabin. (See Pi lot age, chap ter 3,
and 46 CFR 401, chap ter 2.)

(16) Charts 14850, 14853.–The main ves sel route across Lake 
St. Clair is through the dredged chan nel that leads from the head
of the De troit River NE for about 16 miles to St. Clair Cut off
Chan nel at the mouth of the St. Clair River. The chan nel is well
marked through out its length by lights and lighted and unlighted
buoys, and at its lower end by a 227°45' lighted range NE of
Peche Is land. A racon is at the front range light. The front range
light is pro tected by rip rap and should not be passed close aboard, 
even by ves sels of shal low draft. Lake St. Clair Light
(42°27.9'N., 82°45.3'W.), 52 feet above the wa ter, is shown from
a white square tower on a cy lin dri cal base on the NW side of the
chan nel at the slight turn near its mid point. A ra dar bea con
(Racon) is at the light.

(17) The dredged chan nel through Lake St. Clair has a Fed eral
pro ject depth of 27 feet..
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(18) A dump ing ground is on the SE side of the dredged
chan nel near its lower end. Al though new dump ing above a depth 
of 8 feet is pro hib ited, there are shoals con sid er ably above that
depth, and the dump ing ground is con sid ered un safe for nav i ga -
tion.
(19) The W, or Mich i gan shore of Lake St. Clair, has been ex -

ten sively de vel oped with homes, yacht clubs, and ma ri nas. The
com mu ni ties of Grosse Pointe Park, Grosse Pointe, Grosse
Pointe Farms, Grosse Point Shores, and St. Clair Shores, sub -
ur ban to De troit, are on the W lakeshore ex tend ing from Wind -
mill Point at the head of De troit River N for about 10 miles. Sev -
eral piers, some marked by pri vate lights, ex tend as much as 0.5
mile into the lake with depths of 6 to 10 feet along side.
(20) Milk River is a small river flow ing into Lake St. Clair on

the NW side of Gaukler Point, 7.5 miles N of Wind mill Point. A
sunken wreck is about 0.8 mile 125° from Gaukler Point. A fixed
high way bridge with a clear ance of 8 feet crosses the river just
above the mouth. About 0.2 mile above the bridge, just be low an -
other bridge, is a se ries of taintor gates that con trol the wa ter level 
up stream. The river be low the gates has been de vel oped for
small-craft berth ing.
(21) A boul der ledge with depths of 2 feet ex tends 1.5 miles

NNE from Gaukler Point. Sea sonal lighted buoys mark the E side 
and N end of the ledge.
(22) St. Clair Shores, Mich., ex tends along the lakeshore

from the Milk River N for 6.5 miles. Miller Me mo rial Light
(42°27.8'N., 82°52.8'W.), 260 feet above the wa ter, is a prom i -
nent pri vate aid shown from atop a high-rise apart ment build ing,
0.3 mile N of the Milk River mouth.
(23) St. Clair Shores Coast Guard Sta tion is 0.7 mile N of

the light. A slow-no wake speed is en forced in the ca nals of St.
Clair Shores and the ad ja cent wa ters of Lake St. Clair. The lake -
front for about 1 mile N of Milk River has nu mer ous large
small-craft fa cil i ties. All types of ma rine ser vices and sup plies,
in clud ing lifts to 40 tons, are avail able. The rest of the St. Clair

Shores lake front has pri vate fa cil i ties with a few pub lic parks and
ramps.
(24) Cut off Ca nal emp ties into the lake 7.5 miles N of

Gaukler Point. The ca nal ex tends about 2 miles NW to a weir just
be low the junc tion with the Clinton River at Mount Clem ens.
Dur ing flood con di tions, the ca nal di verts a ma jor part of the flow 
of Clinton River. The ca nal has depths of 9 feet just in side the
mouth, thence 6 feet to just be low the weir, thence 2 feet and 1
foot be low and above the weir, re spec tively.
(25) Point Hu ron (42°33.8'N., 82°47.1'W.) is the SE point of a 

pro jec tion of land that ex tends into Lake St. Clair NE of Cut off
Ca nal. Black Creek,  on the N side of Point Hu ron, leads to an
ex ten sive area of pri vately dredged small-craft chan nels. The en -
trance to the creek is marked by pri vate buoys and a pri vate
297°15' lighted range. In 1977, the re ported con trol ling depth
was 5 feet through the en trance. A slow-no wake speed is en -
forced in the creek and con nect ing ca nals. Ma rinas at Met ro pol i -
tan Beach on the W side of the wa ter way pro vide tran sient
berths, wa ter, ice, elec tric ity, launch ing ramps, and sew age
pump-out. One of the ma ri nas, Metro Beach Metropark, was
de vel oped by the Mich i gan State Wa ter ways Com mis sion.
(26) An chor Bay, fed by North Chan nel of the St. Clair River,

is the shal low N arm of Lake St. Clair N of Point Hu ron. A depth
of about 8 feet can be car ried across the bank that sep a rates the S
end of the bay from the main body of the lake. The best wa ter
across the bank is on a gen eral N-S line just E of Point Hu ron
Lighted Buoy 1PH (42°33.2'N., 82°44.9'W.). The cen tral part of
the bay has depths of about 10 feet with grad ual shoal ing to ward
the shores.
(27) Clinton River is a nar row crooked stream dis charg ing

into the W side of An chor Bay about 2 miles N of Point Hu ron.
The city of  Mount Clem ens, Mich., is about 7.3 miles above the 
mouth.
(28) Chan nels.–A dredged chan nel leads from An chor Bay

be tween two break wa ters through the mouth of the river and up -
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Struc tures across Clinton River to Mount Clem ens
*Miles above Clinton River In ner Light

**Clear width in feet procceding up stream

No. Lo ca tion and Name Kind Miles*

Clear width in feet of
draw or span

open ings**

Clear height in
feet above Low
Wa ter Da tum Re marks

Right Left Cen ter

1 Over head ca bles Tele phone 3.48 25

2 Bridgeview Ave. Bridge Highway 3.50 50 21 Fixed.

3 Over head cables Power 3.52 30

4 Over head cables Power &
telephone

5.85 40

5 Over head cable 5.94 Data not avail able.
6 Edsel Ford Free way I-94 bridge Highway 5.95 55 28 Twin fixed.

7 Over head cable Power 6.58 46

8 Mar ket St. bridge Highway 7.20 78 14 Fixed.

9 Cass Ave. bridge Highway 7.32 64 20 Fixed.

10 Over head cable Power 7.45 58

Junc tion with Cut off Canal 9.00

11 S. Broad way bridge Highway 9.30 74 15 Fixed.

12 Over head cable 9.37 Data not avail able.
13 Gratiot Ave. bridge HIghway 9.38 14 Fixed. Head of

navigation



stream to Mount Clem ens. The S break wa ter en closes a har bor
ba sin on the S side of the chan nel at the mouth of the river. The
en trance is marked by lighted and unlighted buoys, lights on the
outer ends of the break wa ters, and a light on the N side of the
river mouth. In March-April 2001, the con trol ling depths were
5.1 feet (6.6 feet at midchannel) in the en trance chan nel and be -
tween the break wa ters to Clinton River In ner Light with 4.4 to
5.0 feet in the har bor ba sin, thence 4.1 feet to the Bridgeview Av -
e nue bridge; thence in Oc to ber 2000-March 2001, 0.9 feet (1.5
feet at midchannel) to the head of the pro ject just be low the Cass
Av e nue bridge at Mount Clem ens.

(29) The con trol ling depth in the river above Mount Clem ens
is 2 feet, and the river is nav i ga ble by small boats for a con sid er -
able dis tance above Mount Clem ens.

(30) Fluc tu a tions of wa ter level.–Winds cause day-to-day
level changes of some times more than 1 foot. Each year, spring
freshets raise the wa ter level at Mount Clem ens from 6 to 9 feet
above nor mal.

(31) Cau tion.–The en trance chan nel should not be approached
from the S be cause of an ob struc tion, cov ered 4 feet, 0.4 mile
ESE of the S break wa ter. Small craft are cau tioned not to nav i -
gate be tween the dredged chan nel and the N break wa ter, be cause
of very shal low wa ter.

(32) Weather, Mount Clem ens and vi cin ity.–Mount Clem -
ens, MI, is lo cated on the north west shore of Lake St. Clair and in
the south west ern part of the state on a rather large isth mus of land 
that sep a rates Lake Erie from Lake Hu ron. Within this isth mus
lies the De troit river which not only acts as a nat u ral bor der be -
tween On tario and Mich i gan, but also serves to con nect Lake
Erie, to the south, with Lake St. Clair to the north. On av er age,
nine days each year has max i mum tem per a tures in ex cess of 90°F 
(32.2°C) at Mount Clem ens. July is the warm est month with an
av er age high of 82°F (27.8°C) and an av er age min i mum of 62°F
(16.7°C). Jan u ary is the cool est month with an av er age high of
31°F (-0.6°C) and an av er age min i mum of 18°F (-7.8°C). The
high est tem per a ture on re cord for Mount Clem ens is 100°F
(37.8°C) re corded in Sep tem ber 1953 and the low est tem per a ture 
on re cord is -13°F (-25°C) re corded in Jan u ary 1963. Ev ery
month has seen tem per a tures at or be low 40°F (4.4°C) and ev ery
month ex cept June, July, and Au gust has re corded tem per a tures
be low freez ing (0°C).

(33) The av er age an nual pre cip i ta tion for Mount Clem ens is
27.2 inches (691 mm) which is fairly evenly dis trib uted through -
out the year. The wet test month is June with 3.0 inches (76 mm)
and the dri est is Feb ru ary with only 1.6 inches (41 mm). Snow
falls on about 79 days each year and av er ages about 30 inches
(762 mm) each year. Jan u ary is the snow i est month av er ag ing
about eight inches (203 mm). Snow has fallen in ev ery month ex -
cept June through Sep tem ber and one-foot-plus (>305 mm) ac cu -
mu la tions in a given month has oc curred in each month De cem -
ber through March. Fog is pres ent on av er age 138 days each year
and is evenly dis trib uted through out the year with a slight max i -
mum in dur ing the Au tumn.

(34) The pre vail ing wind di rec tions in Mount Clem ens is south 
dur ing the sum mer and south west dur ing the win ter. The win ter
sea son and tran si tional months of Jan u ary through April are the
wind i est pe riod av er ag ing around 12 knots. Ex tre mes of ten oc cur 
in squall lines or thun der storms. A max i mum gust of 72 knots oc -
curred in Jan u ary 1949.

(35) (See Page T-8 for Mount Clem ens cli ma to log i cal ta ble.
(36) A slow-no wake speed is en forced on the Clinton River.

(37) Small-craft fa cil i ties. –Nu mer ous ma ri nas on the Clinton 
River pro vide gas o line, die sel fuel, wa ter, ice, elec tric ity, sew age
pump-out, ma rine sup plies, and launch ing ramps. Hoists to 100
tons are avail able for hull and en gine re pairs.

(38) De troit Coast Guard Air Sta tion is at Selfridge Air Na -
tional Guard Base on the W side of An chor Bay N of the Clinton
River. Two bas ins for crash res cue craft are 2.4 and 3 miles NW
of the Clinton River mouth. The SE ba sin is pro tected by a de -
tached break wa ter marked by three pri vate lights, and the NW
ba sin is marked by a pri vate 261° lighted range that op er ates
when the crash boats are de ployed.

(39) The shore, N and NE of Selfridge Air Na tional Guard
Base, is in dented by sev eral small creeks and pri vately dredged
ca nals de vel oped for hous ing and small-craft fa cil i ties. A
slow-no wake speed is en forced on these wa ter ways.

(40) Salt River flows into the NW side of An chor Bay about 4
miles N of the Clinton River mouth. The en trance to the river is
marked by pri vate lights on ei ther side of the mouth and a pri vate
018° lighted range. In July 2001, a depth of 4 feet was re ported
through the en trance and up stream for about 2,000 feet. Sev eral
sub merged con crete re mains of for mer light struc tures are in the
en trance chan nel; cau tion is ad vised. A slow-no wake speed is
en forced in the Salt River. Ma rinas in the lower part of the river
pro vide gas o line, die sel fuel, wa ter, ice, sew age pump-out, ma -
rine sup plies, hull and en gine re pairs, ma rine rail ways to 45 feet
and hoists to 25 tons.

(41) New Bal ti more, Mich., is on the N side of An chor Bay at
the mouth of Frog Creek about 5.5 miles NNE of the Clinton
River. A slow-no wake speed is en forced in Frog Creek and in
the small-craft chan nels at New Bal ti more E of the creek. Ma -
rinas at New Bal ti more pro vide gas o line, die sel fuel, wa ter, ice,
elec tric ity, sew age pump-out, ma rine sup plies, and a launch ing
ramp. A 15-ton lift is avail able for hull, en gine, and elec tronic re -
pairs.

(42) Fair Ha ven, Mich., is a vil lage on the NE shore of An -
chor Bay at the mouth of Swan Creek about 4 miles E of New
Bal ti more. Sev eral pri vately dredged ca nals lead to ma ri nas off
both sides of the lower part of the creek. The ap proach to the
creek is marked by buoys. In July 2001, a re ported depth of 4 feet
was avail able from the en trance to about 0.6 mile above the
mouth. A slow, no-wake speed is en forced in the creek and canals. 
The ma ri nas can pro vide tran sient berths, gas o line, die sel fuel,
wa ter, sew age pump-out, ma rine sup plies, hull and en gine re -
pairs, ma rine rail ways to 50 feet and hoists to 50 tons.

(43) The E side of An chor Bay, from Fair Ha ven S, is a wide
shal low area re ceiv ing the out flow from North Chan nel and Mid -
dle Chan nel of the St. Clair River.

(44) The mouth of the St. Clair River emp ties into the NE side
of Lake St. Clair through nu mer ous chan nels, cre at ing a delta re -
gion. The delta re gion of the river, from North Chan nel SE to St. 
Clair Cut off Chan nel is de scribed in chap ter 9, St. Clair River.

(45) The In ter na tional Bound ary leaves Lake St. Clair
through South Chan nel of the St. Clair River. The Bound ary lies
along the Chan nel’s lon gi tu di nal axis and thence along the lon gi -
tu di nal axis of the St. Clair River.

(46) The fol low ing is ex tracted from Ca na dian Sailing Di rec -
tions CEN304, Chap ter 2, Lake St. Clair. It is to be noted that
the units of miles are nau ti cal miles.

(47) The Ca na dian north and east shores of Lake St. Clair are
flat and marshy. Mit chells Bay (42°28'N., 82°26'W.) is in the NE
cor ner of the lake be tween Mit chells Point and St. Anne Is land.
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The buoys in the ap proaches to Mit chells Bay are re ported to be
moved to mark the best chan nel. The set tle ment of Mit chells Bay, 
pop u la tion 172 (1981), is on the east side of the bay.
(48) Mit chells Bay Sec tor Light (717) is shown at an el e va tion

of 32 feet (9.8 m) from a white square skel e ton tower, 21 feet (6.4
m) high, with a flu o res cent-orange tri an gu lar daymark. The
white sec tor in di cates the pre ferred chan nel.
(49) Land marks.–A wa ter tower 0.3 mile NE of Mit chells Bay

Sec tor light is white in col our and marked Mit chells Bay. It is vis -
i ble from 10 miles on all ap proaches. A ra dio tower 3.5 miles SSE 
of Mit chells Point is a red and white skel e ton tower, 230 feet (70.1 
m) high, with air ob struc tion lights.
(50) The Pub lic wharf  at Mit chells Bay had depths of less than 

1 foot (0.3 m) in 1994. Most of the wharf is in tended as a look out
for pe des trian traf fic; an iron rail ing pre vents ac cess to the wa ter. 
The in ner end of the SE side of the wharf al lows boat ers to em -
bark and dis em bark. There is no dredged chan nel to the Pub lic
wharf. There are five flag poles on the wharf, and a small con ve -
nience store with a pay phone is near by.
(51) Cau tion .–In 1994 there were 16 piles, with el e va tions of

11 feet (3.4 m), along the south side of the wharf, 1 foot (0.3 m) off 
the wharf face. There were also 2 piles with el e va tions of 1 foot
(0.3m), one at the SW cor ner and one along the west face of the
wharf; these lat ter piles may be sub merged at high wa ter lev els.
(52) The mu nic i pal Peace Park, just north of the Pub lic wharf,

has three small launch ing ramps for row boats or ca noes.
(53) Ma rine Park, a St. Clair Park way Com mis sion ma rina,

had depths of 2 to 3 feet (0.6 to 0.9 m) in 1994 and of fered
dockage with power and wa ter, pump out, ramp, some boat hard -
ware, fish ing boat rent als, camp ing, pic nic area, pay phone,
show ers, laun dro mat, snack bar, res tau rant and li censed din ing
room, bait, tackle, ice and gas o line, and mon i tored VHF Chan -
nels 16 and 68. Sev eral small spar buoys marked the chan nel to
the ma rina.
(54) There is a crib, awash, on the SE side of the chan nel to the

ma rina. This crib is at the outer end of a wa ter in take pipe line.
(55) Cau tion .–In 1994, the ap proaches to the fol low ing ma ri -

nas dried at chart da tum. 
(56) Mit chells Bay Sports man Camp, south of the Pub lic

wharf at Mit chells Bay, in 1994 of fered dockage with power and
wa ter, pump out, ramp, camp ing, pic nic area, pay phone, show -
ers, bait, tackle, ice and gas o line. The en trance chan nel was
buoyed.
(57) Vin cents Guide Ser vice, on Patricks Cove on the SE side

of Mit chells Bay, had depths of 2 feet (0.6 m) at the wharves in
1994 and of fered dockage with power and wa ter, pump out, small
boat rent als and fish ing charters, wa ter taxi ser vice, pic nic area,
show ers, bait, ice, gas o line and win ter ice fish ing.
(58) Wa ter way Camp, on the east shore in a ca nal off Patricks

Cove, in 1994 of fered dockage with power and wa ter, ramp, small 
boat and mo tor rent als, camp ing, pic nic area, pay phone, show -
ers, snack bar, some gro cer ies, bait, ice and gas o line.
(59) Lakeshore Ma rina, in a shal low dredged chan nel at St.

Luke, 3 miles south of Mit chells Point, in 1994 of fered dockage,
ramp, small boat rent als, some boat hard ware, pic nic area, snack 
bar, bait, tackle, drink ing wa ter, ice and gas o line.
(60) George Klein’s Boat Ramp, up a shal low creek 3.5 miles

south of Mit chells Point, in 1994 of fered a ramp, small boat rent -
als, some boat hard ware, bait, tackle, tent and trailer camp ing,
pic nic area, show ers, drink ing wa ter and ice.

(61) Sec ond Chan nel  (not named on the chart), 50 feet (15.2
m) wide, has been dredged into Mit chells Bay from the en trance
to Chenal Ecarte at Mar tin Is land (42°28'N, 82°27'W). Sec ond
Chan nel is marked by buoys and had a depth of 1 foot (0.3 m) in
1994.
(62) Mar tin Is land Sec tor light (719), on the east end of Mar tin 

is land, is shown at an el e va tion of 37 feet (11.3 m) from a white
square skel e ton tower, 31 feet (9.4 m) high, with a flu o res -
cent-orange tri an gu lar daymark. The white sec tor in di cates the
pre ferred chan nel through Sec ond Chan nel, lead ing to Chenal
Ecarte.
(63) An other chan nel, 1 mile east of Mar tin Is land, leads from

the cut out side Mit chells Bay Pub lic wharf to Chenal Ecarte. The 
chan nel had a depth of 3 feet (0.9 m) in 1994 and was buoyed up
to Chenal Ecarte, where a depth of 52 feet (15.8 m) was found. In
1994 this chan nel was weedy.
(64) Rankin Creek (not named on the chart) en ters the NE

side of Mit chells Bay.
(65) Bass Ha ven Ma rina, on Rankin Creek, had depths of up to 

1 foot (0.3 m) in 1994 and of fered dockage, ramp, fish ing boat
rent als, camp ing, pay phone, show ers, snack bar, bait, tackle,
pro pane, drink ing wa ter, ice and gas o line, and mon i tored VHF
Chan nels 16, 68 and 71.
(66) Cau tion.–The dredged chan nels in Mit chells Bay are sub -

ject to silt ing. Dredging is done by pri or ity and may be in fre -
quent.
(67) In 1996, a row of 21 piles with el e va tions of 8 to 10 feet

(2.4 to 3 m) cov ered a dis tance of 3 miles in a NW-SE di rec tion off 
the mouth of Bassett Chan nel. These piles had signs warn ing of
the fish ing and hunt ing grounds of Wal pole Is land First Na tion.
There was a row of 5 sim i lar piles in the NW part of Mit chells
Bay.
(68) Thames River (42°19'N, 82 °27'W) flows into the SE end

of Lake St. Clair; it is reached through a dredged chan nel 1.3
miles long. The river is nav i ga ble by small craft as far as Lou is -
ville, which is 23 miles up stream.
(69) The en trance to Thames River is marked by spar buoys;

these may be moved to mark the best chan nel. A least depth of 6
feet (1.8 m) was found in the buoyed chan nel in 1994. From the
mouth of Thames River, up stream for the 4.5 miles to St. Pe ters
Church (42°21'N, 82°20'W), which is on the south bank,
mid-channel depths were 6 to 15 feet (1.8 to 4.6 m) in 1994; this
part of the river is 400 feet (121.9m) wide.
(70) Cau tion.–The en trance chan nel is sub ject to silt ing and is 

re ported to be main tained by dredg ing.
(71) Thames River range lights, in line bear ing 147°, lead into

the mouth of the river. The front light (712), close NW of the Pub -
lic wharf, is shown from a white cir cu lar tower, 20 feet (6.1 m)
high, with a flu o res cent-orange tri an gu lar daymark with a black
ver ti cal stripe. The rear light (713) is shown from a white cir cu -
lar tower with red up per part.
(72) Thames River light buoy T (711.5) lies 1.9 miles NW of the 

front range light.
(73) There is a Pub lic wharf on the south side of the river be -

tween the Thames River range lights. The outer face is 185 feet
(56.4 m) long; in 1994, there were depths of 8 to 13 feet (2.4 to 4
m) around the outer end. There is a shal low launch ing ramp SE of 
the wharf.
(74) A Ca na dian Coast Guard In shore Res cue Boat is based

at Thames River from the end of May to early Sep tem ber each
year, though these dates are sub ject to change (see in for ma tion
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on Search and Res cue in Ca na dian Sailing Di rec tions book let
CEN 300, Gen eral In for ma tion, Great Lakes).

(75) The Boating Re stric tion Reg u la tions pro vide a speed limit 
of 8 km/hr (4.3 knots) on Thames River from Lake St. Clair to a
po si tion close down stream of Chat ham, which is 16.7 miles up -
stream.

(76) Sub merged ca bles, wa ter mains and gas mains cross the
river be tween its mouth and the city of Chat ham . In 1995, it was
re ported that an over head power line also crosses the river.

(77) Baptiste Creek en ters the south side of Thames River 0.8
mile from its mouth. A cut on the south side 0.4 mile far ther up
river is dredged through the flat low land to the Jeannettes Creek
sta tion of the Ca na dian Na tional Rail ways. The mouth of
Jeannettes Creek is 0.6 mile be yond this cut. Be tween Baptiste
Creek and Jeannettes Creek, the SE shore of the river is low and
marshy and the banks are lined with wil lows; there are many logs 
and dead heads. There are wa ter front res i den tial prop er ties on
the west shore past Baptiste Creek.

(78) An aban doned wharf was re ported in 1995 on the river
just west of the dredged cut lead ing to Jeannettes Creek Sta tion.
Also re ported was a con crete launch ing ramp at the down stream
end of the wharf.

(79) Thames River Yacht Club, a pri vate club on the SW side of 
Thames River, 0.1 mile from the en trance, had depths of 3 feet
(0.9 m) in 1994.

(80) Radlin’s Ma rina, on the south side of the river 0.3 mile
from the mouth, had depths of 3 to 4 feet (0.9 to 1.2 m) in 1994
and of fered dockage with power and wa ter, pump out, boat hard -
ware, sal vage, camp ing, pic nic area, pay phone, show ers, bait,
tackle, gro cer ies, ice and gas o line, and a li censed Brit ish-style
pub.

(81) Cove Ma rina, at the end of the third ca nal from the lake on 
the SW side of the river, 0.3 mile from the mouth, had depths of 13
feet (4 m) in 1994 and of fered dockage with power and wa ter,
pump out, ramp, en gine and hull re pairs, 30 tonne hoist, pic nic
area, pay phone, swim ming pool, show ers, snack bar, res tau rant
with li censed din ing room, some gro cer ies and ice, and mon i -
tored VHF Chan nel 68.

(82) Luken Ma rina, on the south side of Thames River at the
mouth of Baptiste Creek, had depths of 1 to 3 feet (0.3 to 0.9 m) in
1994 and of fered dockage with power and wa ter, pump out, en -
gine re pairs, sal vage work, 15 tonne hoist, camp ing, pic nic area,
show ers, ice, gas o line and die sel fuel.

(83) (There is no chart cov er age of Thames River east of lon gi -
tude 82°22.4 'W.)

(84) Prai rie Sid ing , a sta tion on the Ca na dian Na tional Rail -
ways, is on the south shore of the river 7 miles from the lake,
where the river makes a sharp horse shoe bend.

(85) A swing bridge crosses Thames River 7.7 miles from the
mouth. Upbound traf fic uses the SE chan nel; downbound ves sels
use the NW chan nel. The bridge opens on de mand from 0900 to
1800, Sunday to Thurs day, and 0900 to 2100, Fri day, Sat ur day,
stat u tory hol i days and Sun days of stat u tory hol i days. The bridge
has a clear ance of 20 feet (6.1 m) when closed.

(86) The city of Chat ham, with a pop u la tion of 43,557 (1991),
is on Thames River 16.7 miles from the en trance. Chat ham is a
thriv ing man u fac tur ing city and the cen tre of a rich farm ing dis -
trict.

(87) The river is 200 feet (61 m) wide through Chat ham. The
river front is ac ces si ble by boat; depths along the Pub lic
wharves were 1 to 6 feet (0.3 to 1.8m) in 1994.

(88) A mu nic i pal ma rina at Chat ham of fered fuel and over -
night dockage in 1994.

(89) Stoney Point (42°19'N., 82 °33'W.) is a low, wide point 7
miles east of Belle River. It is wooded, with homes and open ar eas 
along the shore. The trees are 35 to 50 feet (10.7 to 15.2 m) in
height, giv ing the land a higher ap pear ance. The com mu nity of
Stoney Point , pop u la tion 1,090 (1981), lies 0.6 mile SSE of the
point.

(90) A church spire at Stoney Point is 131 feet (39.9 m) high
and can be seen north and east of the point; the spire has a cross
with red lights.

(91) A sub merged wa ter in take at Stoney Point ex tends 0.7 mile 
off shore; the crib at the outer end has a depth of 3 feet (0.9 m).

(92) Stoney Point Ma rina had depths of 1 foot (0.3 m) in 1994
and of fered dockage, ramp, re pairs (in clud ing pro pel lers), boat
hard ware, sal vage, paddle boat and small boat rent als, pic nic
area, bait, tackle, snack bar, wa ter, ice and gas o line.

(93) Ruscom River  (42°18'N., 82 °37'W.), which flows into
Lake St. Clair 4 miles east of Belle River, is sub ject to silt ing. The
en trance chan nel had a depth of 1 foot (0.3 m) in 1994 and was
marked by eight buoys, four on each side; these buoys are re -
ported to be moved to mark the best ap proach. A pri vately main -
tained light is shown at a height of 20 feet (6.1 m) from a flag pole
at the west side of the en trance to Ruscom River.

(94) The Ca na dian Na tional Rail ways bridge, 0.1 mile from
the en trance, and the high way bridge, 0.3 mile far ther south,
have ver ti cal clear ances of 10 feet (3 m).

(95) The Boating Re stric tion Reg u la tions pro vide a speed limit 
of 9 km/hr (4.9 knots) on Ruscom River from its mouth to a sec -
ond rail way bridge, 1.2 miles up stream.

(96) JR’s Sun set Grill and Ma rina, on the east shore near the
mouth of the river, had depths of 1 foot (0.3 m) in 1994 and of -
fered dockage with power and wa ter, pump out, ramp, pay phone, 
li censed res tau rant, ice and gas o line.

(97) Deerbrook Ma rina, on the west side of Ruscom River 0.2
mile south of the lake, had depths of 2 to 3 feet (0.6 to 0.9 m) in
1994 and of fered dockage with power and wa ter, pump out, ramp, 
18 tonne hoist, boat hard ware, re pairs and sal vage work, small
boat rent als, pic nic area, camp ing, pay phone, snack bar, bait,
tackle, pro pane, ice and gas o line.

(98) Sev eral over head power ca bles span the boat ca nals
branch ing south from the ma rina ba sin on Ruscom River.

(99) Belle River (42°18'N., 82°43'W.) lies 3 miles east of Puce
River. The town of Belle River, with a pop u la tion of 4,298 (1991),
is near the mouth of the river.

(100) The en trance to Belle River is pro tected on its east side by
a wall 0.3 mile long. The outer part of this wall is a curv ing boul -
der breakwall pro tect ing the en trance to a ma rina that lies on the
east side of the wall. A sheet steel pil ing wall on the west side of
the river mouth ex tends 225 feet (69 m) from shore. There is a
star board hand daymark on the outer end of the west wall.

(101) Cau tion.–The en trance chan nel to Belle River is sub ject
to silt ing; in 1994, an area awash was found in the en trance
chan nel. Belle River Pier light (711), on the outer end of the
boul der ex ten sion of the east en trance wall, is shown from a
white cir cu lar tower, 24 feet (7.3 m) high, with a red up per part.

(102) The rail way and high way bridges across Belle River have
ver ti cal clear ances of 9 and 7 feet (2.7 and 2.1 m), re spec tively.

(103) Land marks.–A wa ter tank at Belle River is 125 feet (38.1
m) high with an el e va tion of 131 feet (39.9 m); the tank is painted
green, with the words Belle River in large black let ters, and
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stands on four cir cu lar pil lars. There is a group of four si los 1
mile east of Belle River. A mi cro wave tower 2.2 miles SE of Belle
River Pier light has an el e va tion of 256 feet (78 m); a mi cro wave
tower 1.2 miles far ther SE has an el e va tion of 296 feet (90.2 m); a 
mi cro wave tower 1.5 miles west of Belle River has an el e va tion of 
210 feet (64 m). These tow ers have air ob struc tion lights.
(104) A sub merged pipe line 0.2 mile east of the Belle River en -

trance ex tends 0.3 mile off shore; the crib at the outer end has a
depth of 4 feet (1.2 m).
(105) Belle River Ma rina, on the east side of the en trance to

Belle River, had depths of 4 to 6 feet (1.2 to 1.8 m) in 1994 and of -
fered dockage with power and wa ter, pump out, ramp, pic nic
area, pay phone, show ers, laun dro mat, snack bar, ice and gas o -
line.
(106) City Limits Ma rina, on the west side of Belle River down -

stream of the rail way bridge, had depths of 3 feet (0.9 m) in 1994
and of fered dockage with power out lets, ramp, per sonal
watercraft rent als, pic nic area, pay phone, ice, snack bar and res -
tau rant. In 1994, the prop erty and ramp were flood lit.
(107) R and D Tackle Mooses Ma rina, on the west side of Belle

River be tween the bridges, had depths of 3 feet (0.9 m) in 1994
and of fered dockage, ramp, boat hard ware, en gine re pairs, mo tel
ac com mo da tion, pic nic area, a full line of bait and tackle, snack
bar, wa ter, ice and gas o line.
(108) Puce River (42°18'N., 82°47'W.) is a small stream 3 miles 

ESE of Pike Creek. The en trance is be tween two sheet steel pil ing
walls 80 feet (24.4 m) apart.
(109) Cau tion .–The en trance to Puce River is sub ject to silt ing.

In 1994, 2 feet (0.6 m) could be car ried as far as Puce River Har -
bour, where depths shoaled to 1 foot (0.3 m). Six pri vately main -
tained buoys are re ported to mark the best chan nel.
(110) Riviere aux Puces light (710.3), on the north end of the

wall on the west side of the river en trance, is shown at an el e va -
tion of 20 feet (6.1 m) from a white mast.
(111) A Ca na dian Na tional Rail ways bridge cross ing Puce

River 0.1 mile from the lake has a ver ti cal clear ance of 9 feet (2.7
m); a high way bridge close up stream has a ver ti cal clear ance of
7 feet (2.1m).
(112) Puce River Har bour,  on the west shore of Puce River

north of the bridges, had depths of up to 2 feet (0.6 m) in 1994 and 
of fered dockage with power and wa ter, pump out, ramp, 20 tonne
hoist, boat hard ware, en gine and hull re pairs, sal vage, per sonal

watercraft rent als, pic nic area, pay phone, show ers, res tau rant
and li censed din ing room, bait, tackle, stove al co hol, ice and gas -
o line. Shore line Ma rine, on the pre mises, of fered boat sales and
re pairs.
(113) Pike Creek (42°19'N., 82°51'W.) is a small stream en ter -

ing Lake St. Clair 3.8 miles ESE of Peche Is land. The en trance to
the creek, be tween train ing walls, is 40 feet (12.2 m) wide. A
high way bridge cross ing Pike Creek 0.4 mile from the en trance
has a ver ti cal clear ance of 7 feet (2.1 m).
(114) In 1994, a depth of 1 foot (0.3 m) could be car ried as far

up stream as the high way bridge, though the en trance was weedy.
Pri vately main tained buoys mark the chan nel; these buoys are
re ported to be moved to in di cate the best ap proach.
(115) Cau tion .–Pike Creek has a sand and silt bot tom and is

sub ject to silt ing.
(116) Pike Creek En trance light (710.2), on the east side of the

har bour en trance, is shown at an el e va tion of 17 feet (5.2 m) from 
a green mast with a port hand daybeacon.
(117) Pike Creek light (710.1), on the outer end of the west

train ing wall, is shown at an el e va tion of 20 feet (6.1 m) from a
white mast. This light is pri vately main tained.
(118) Land marks.–A spher i cal-shaped wa ter tower 1 mile SSE

of Pike Creek light has an el e va tion of 142 feet (43.3 m) and is
flood lit. A wa ter tower 2 miles ESE of Pike Creek is painted blue
and yel low, though in 1994 the paint was faded; this wa ter tower
is marked Town ship of Maidstone and has air ob struc tion lights.
This sec ond tower is prom i nent from off shore but is hid den from
some di rec tions when within 1 mile of shore.
(119) South Port Sailing Club, a pri vate club and sail ing school

on the west side of Pike Creek, 0.1 mile from the mouth, had
depths of 2 feet (0.6 m) in 1994.
(120) Ted Dudley’s Ma rina, on the east side of Pike Creek, 0.4

mile from the mouth, had depths of 1 to 2 feet (0.3 to 0.6 m) in
1994 and of fered dockage with power and wa ter, ramp, and 10
tonne hoist.
(121) Pud’s Place Ma rina, on the west side of Pike Creek, 0.5

mile from the mouth, had depths of 1 to 2 feet (0.3 to 0.6 m) in
1994 and of fered dockage with power and wa ter, pump out, 10
tonne hoist, boat hard ware, en gine and hull re pairs, sal vage, ca -
noe and small boat rent als, pic nic area, pay phone, show ers,
snack bar, bait, tackle, ice and gas o line, and mon i tored VHF
Chan nels 16 and 68.
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